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24 VAC / SIGNAL COMMON

0-10 VDC COOLING

0-10 VDC HEATING *

* Fan Terminal Units / Heating Linear Terminals Only

24 VAC HOT

3

ADDITIONAL PAP CONFIGURATIONS ON NEXT PAGE

P
L

U
G

S
O

C
K

E
T

MOLEX CONNECTORS
(REFER TO "MOLEX CONNECTION DESCRIPTIONS")

SIGNAL TERMINATIONS
(TYPICAL 4-PIN MOLEX CONFIGURATION)

DESCRIPTION:

PAP (Plug And Play) cables are to be used with 
24 VAC control systems to connect AirFixture 
devices. Cable is Type E118871 CMP/CL3P/FPLP.    
Connectors are UL 94-V0. The assemblies are 
suitable for application in an environmental airway at 
supply air temperatures from 45–120°F (7–49°C).

MOLEX CONNECTION DESCRIPTIONS:

1.  Molex 39-01-2045 4-Pin Dual Row Plug 
     (female receptacle connections)
2.  Molex 39-01-3049 4-Pin Dual Row Socket
     (male pin connections)
3.  Heat Shrink Strain Relief
     (minimum 1" bond to cable jacket)

STANDARD PAP CABLE DESCRIPTIONS:

1.  PAP-1:  Power & Control Cable
2.  PAP-1J:  Power & Control Chaining Cable
3:  PAP-C:  Coupling Cable
4:  PAP-2:  Controller Cable
5:  PAP-3:  Power & Control Extension Cable
6:  PAP-5:  Power-Only Cable
7:  PAP-6:  Heating/Chaining Cable
8:  PAP-7B:  TEC Controller Cable

STANDARD CONFIGURATIONS:
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PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - GREEN

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

PAP-1

BLUE JACKET

(25’-0” | 7.6m)
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STANDARD CONFIGURATIONS (CONTINUED):
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PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - BLACK

PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - BLACK

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - GREEN

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

PAP-1J

BLUE JACKET

(10’-0” | 3.0m)

PAP-2

YELLOW JACKET

(50’-0” | 15.2m)

PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - GREEN

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

PAP-3

BLUE JACKET

(25’-0” | 7.6m)

PIN 1 - BROWN

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - GREEN

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

PAP-C 

BLUE JACKET

(1’-0” | 0.3m)

ADDITIONAL PAP CONFIGURATIONS ON NEXT PAGE
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STANDARD CONFIGURATIONS (CONTINUED):
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BLACK - PIN 1

WHITE - PIN 2

BLUE - PIN 3

RED - PIN 4

PIN 1 - BLACK

PIN 2 - WHITE

PIN 3 - BLUE

BLACK - PIN 1

WHITE - PIN 2

BLUE - PIN 3
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(BL) PIN 1 - BLACK

(BL) PIN 2 - WHITE

(BL) PIN 3 - BLUE

(BL) PIN 4 - RED

(OR) PIN 1 - BROWN

(OR) PIN 2 - WHITE / BLUE  

(OR) PIN 3 - BLUE / WHITE

(OR) PIN 4 - GREEN

PIN 1 - BROWN

PIN 4 - GREEN

BROWN - PIN 1

WHITE - PIN 2

BLUE - PIN 3

GREEN - PIN 4

BROWN - PIN 1

GREEN - PIN 4

PIN 1 - BLACK

PIN 2 - WHITE

PIN 3 - BLUE

PIN 4 - RED

PIN 1 - BROWN

PIN 2 - WHITE / BLUE

PIN 3 - BLUE / WHITE

PIN 4 - GREEN

PAP-5

GREEN JACKET

(25’-0” | 7.6m)

PAP-6

ORANGE JACKET

(20’-0” | 6.1m)

PAP-7B

WHITE JACKET

(10’-0” | 3.0m)


